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Melody Buzzers

B6MA Series
CATALOG

For your safety, read and follow the considerations written in the instruction 
manual, other manuals and Autonics website.
The specifications, dimensions, etc. are subject to change without notice for product
improvement. Some models may be discontinued without notice.

Features

•	 4 different melodies (ambulance, police siren, phone ring, Für Elise)

•	 Check operation status with operation indicator (red LED)

•	 End sleeves (ferrule terminal) provide simple wiring

•	 Power supply : 12-24 VDC, 110-220 VAC 50/60 Hz

•	 Max volume : up to 95 dB (at 1 m), *105 dB (at 0.1 m)

•	 Installation diameter : Ø 66 mm

•	 Installation method : screw-on method

•	 IP65 protection structure (IEC standard, front-plate only)

ᜢ ᜫ

Dimensions
•	 Unit: mm, For the detailed drawings, follow the Autonics website.
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Specifications

Model B6MA-4GD□ B6MA-4GL□
Power supply 12 - 24 VDCᜡ 110 - 220 VACᜠ 50/60 Hz
Allowable voltage 
range 90 to 110% of power supply

Power consumption ≤ 3 W ≤ 5 VA
Input NPN open collector / PNP open collector model
Sound pressure Max. 105±10%dB  (0.1 m), Max. 95±10%dB (1 m)
Channels 4 channels
Melody type Terminal input: 4 types (ambulance, police, ringtone, for elise)
Insulation resistance ≥ 1,000 MΩ (500VDCᜡ megger, between all terminals and case)

Dielectric strength 500 VACᜠ 50/60 Hz for 1 min
(between all terminals and case)

2,000 VACᜠ 50/60 Hz for 1 min
(between all terminals and case)

Vibration 0.75 mm amplitude at frequency of 10 to 55 Hz (for 1 min) in
each X, Y, Z direction for 2 hours

Shock 500 m/s2 (≈ 50 G) In each X, Y, Z direction for 3 times
Ambient temperature -10 to 55 ℃, storage: -20 to 65 ℃ (no freezing or condensation)
Ambient humidity 35 to 85 %RH, storage: 35 to 85 %RH (no freezing or condensation)
Protection structure IP65 (front, IEC standard)
Material PC
Tightening torque for 
power input terminal 0.4 to 0.6 N m

Tightening torque 
for nut on panel 
moutning

0.7 to 0.8 N m

Accessories Flat washers: 4, Spring washers: 4, Hex nuts: 4
Approval ᜢ ᜫ
Unit weight 
(packaged) ≈ 130 g (≈ 170 g)

Ordering Information
This is only for reference, the actual product does not support all combinations.
For selecting the specified model, follow the Autonics website.  

B6MA - 4 G ❶ ❷

❶ Power supply
D: 12 -24 VDCᜡ
L: 110 - 240 VACᜠ 50/60 Hz

❷ Input 
N: NPN open collector
P: PNP open collector


	Features
	Ordering Information
	Specifications
	Dimensions

